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COLD POLLED STEEL 


LEATHER CUP CRIMPING TOOL 
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1 DLA. COLD ROLLED STEEL 


MASTER SPANNER WRENCH 
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Sparney Wrench Insert 





Fle.> inside of Master Spanner Wrench and insert pin to keep in position. 
For Walker Jacks. 


All series of Model 925 (3 ‘fon hand jecks) 
Model tod & 764 (nih fon Service jacks) 
Make diameter of A 1-5/8". 
All series of Model 930 (5 Ton Hand jacks) 
Model 757, 767, 867A, 867B, 781, 783 service jacks 
Meke diameter of A 2". 
All series of Mpdle 935 (8 Ton hand jac :s) 
Make Giameter of A 1-7/8". 
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For Welker Jacke 
Screw plug for Gpaaner Wrench Insert. For the removal of tank nuts. 


To use; 1. Remove ram packing gland nut and packings. 
2 Place spenner wrench incert (Refer to Print #1) inside of master spanner wrench. 
3-e Hace combination of step 2 on tank nut and screw in screw plug Print #2 
thru center of spanner wrench insert. ‘his holds all the parts together. 
Unscrew tank nut. 


1. For model 925 (3. ton ) serics D & Le 


A 2-1/2". die. B 2-1/8". O13 /he | dia. B1-9/16". 
2. For model 930 (5 toa) series D & L. 
A 2-1/2" dia. B 2-1/h” Cc — ° : dia. £ 1-7/8". 


3. Yor models 935 (8 ton) D&L. Hand Jacks 
models 157s 7875. 732, 782, 763; &; ot sexvice jacks. 


A 2-3/k". dia. B 2-1/2", x2", dia. E 1.870". 
4, For models 15 & 764 (1-2/h al eervice jacks. 

A 2-3/4". dia. B 2-1/8" _¢ 2" Gia. BE 1.625", 
5e For model 784 & 884 (4 ton) sexvice jack. eo A & Be 

A 2-3/4". Bae BB. dias EB 2.550". 
6. For nodel 9359 (6 ton) hend jack. 

A 382/h". diac B 2-3/8. C pajet.”. dia. E 4.870", 
7. for model 930 (5 ton) series MN hand jack | 

A 2-9/16". dla. B 2-3/8". "9 1.=13/16". dia. B1.7h5". 


8. For model 925 (3 ton) series M band jeck. 
OA wane’ | Giae B 1-7/8". C 1-13/16". dias EB 1.430% 
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“WALKER for removel of Ram Packing Support 
| nut. 


i. Model 784 Part (36). 4 jon Service Jack. 
Dla. B = 2=15/30" 
Diae C # = 1~31/32", 
D = 2-3/16" 


2. Models Ta, 782 & 783 Port (33) 
2 & 3 Ton Service Jack. 
Dia. B mt 1-13 16" 
Dia. Cc Bet 1G 30", 
D = 1-1/2" 


TOOL PRI 2 
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ie Medel S15 Fart (18) Plunger VeRecking But. 
7-1/2 ton Service Jack. 
‘Dla. Be 2-3/8", 
Dias C « 1-7/8". 
D = 2=4/a", 


2. Mocel si Fart (4) Plunger stop Ring. 
4 fon Service Jack. 
Dlae B = 2=7/8". 
iia. C2 2Q=1/h", : 
D » 2-9/16". 


3- Model S13 Part (*),? Ton service Jock. 
Dias Be 23/16" 
Dia. C = 1-1] 
D = 2=) ie. sn 6 
Split lengthwise into 2 pieces. 
4. Model S7 Part(15) wae fon Service Jack 
Dia. B = 1~13/16" 
Dia- C = 1-5/16" 


D = 1-17/32" 
Split same as in S13. 
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TOOL PRINT NO. 4 
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BLACKHAWK - For removal of Inner Pump Cup Retainer Nut. 


1. For models Pl6-1 & P76 (Porto-Power Pumps) Part #. 
Dia. A=1/2" B = 1-1/8" dia. C =" D = 3/4" 


2. For model P325 (Porto-Power Pump). 
Dia. A=l1/32". B= 1" dia. C = 23/32". D = 9/16" 


3+ For model of St series (4 ton) Part (11) Service jack 
Diae A=5/8" B = 1-7/8" dia. C=1"-: D = 13/16" 


4, For models S7 Part (21) 1-1/2 ton & SL5 Part (26). 7-1/2 ton 
Dia. Axl/o" B = 1-5/8" dia. C = 1" D = 3/4" 


d+ For models $3, Sl3 Fart (23), sl+ Part (28), & sl8 Part (23) 2 ton 
Dia. A=9/16" B = 2" | dia. € = 1" D = 13/16" 


Part and number in parenthesis refers to the Quik-Locator numbers on manufacturers’ service sheets. 


TOOL PRINT NO. 5 








